HYDRAULIC TOOLS & EQUIPMENTS GRIPHOLD:

STEEL BOTTLE JACKS

Min. Height | Lifting Height

Part No. SR
# GBJ-Series Steel Bottle Jacks. A Ui e i
4 Low handle effort. GBJL‘1 SGC 2 148 80 50 2.1
4 Automatic bypass port to prevent over-extension. GBJ-2GC 3 180 115 65 3.0
4 Wiper seal for extended life. GBJL-3GC 5 195 130 80 4.0
4 Chrome plating on both plungers. GBJ-4GC 8 200 130 70 5.0
4 Safety relief valve to prevent overload. :
: GBJ-6GC 10 200 130 70 54
4 Fully serviceable.
+ Cast pump linkage. GBJ-8GC | 12 210 140 70 6.6
# Cast beam. GBJ-12GC 16 220 150 70 758
4 Handle included on all models. -y] GBJS-12GC| 20 235 150 60 9.8
GBJ-15GC 32 255 160 60 14
GBJ-20GC 32 255 160 - 13.5
GBJS-20GC| 50 260 170 - 20
GBJ-30GC 50 300 180 - 33:5
GBJ-50GC 100 335 180 - 70
GBJ-100GC| 200 375 200 - 140
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